
P/P 
500 

To: 
Back of 

Volume Pot 
(Ground) 

From:  
Bridge Hot 1 
(White) 

From: 
Bridge 
Ground 1 
(Green) 

To: Switch 
(Hot) 

From: 
Bridge Hot 2 
(Red) 

From: 
Bridge 

Ground 2 
(Black) 

Push/Push or Push/Pull wiring 
with standard DPDT switch 

Hi E 

B 

G 

D 

A 

Lo E 

White = “In” 
to Hi E 

Green = “Out” 
from  G 

Red = “In” to D 

Black = “Out” 
from  Lo E 

Normal (Series) 
Operation 

Tie red & green 
together (tape off if 
not tied to switch) 

Silent Split™ 
(Parallel) Operation 

“Hot” 

“Ground” 

Blue and yellow coils are RWRP 
with respect to each other 

The Zexcoil® Silent Split™ is really an internal 
series/parallel wiring, not a “split” in the 
conventional sense. In standard mode, all six 
coils in the Zexcoil pickup are connected in 
series. In Silent Split mode, the coils are 
connected in parallel in two sets of three, as 
shown below. 

Silent Split for Strat® and Tele® 

Wiring with new CTS 
push/pull pot 



P/P 
500 

To: 
Ground 

From:  
Pickup 
White 

From: 
Pickup 
Green 

From:  
Pickup Red 

From: 
Pickup 

Black 

J Bass Push/Pull Pot 
(DPDT switch) Detail 

G2 

D2 

White = “In” 
to G2 

Green = “Out” 
from  D1 

Red = “In” to A2 

Black = “Out” 
from  E1 

Normal (Series) 
Operation 

Tie red & green 
together (tape 
off if not tied to 
switch) 

Silent Split™ 
(Parallel) Operation 

“Hot” 

“Ground” 

Blue and yellow coils are RWRP 
with respect to each other 

The Zexcoil® Silent Split™ is really an internal 
series/parallel wiring, not a “split” in the 
conventional sense. In standard mode, all six 
coils in the Zexcoil pickup are connected in 
series. In Silent Split mode, the coils are 
connected in parallel in two sets of three, as 
shown below. 

G1 

D1 

A2 

E2 

A1 

E1 

Silent Split for J Bass® 


